
Imperial [IP] Dimensions
Metric (SI) in Parentheses

SUBMITTAL SHEET
MODEL AVRA

PRESSURE CONTROL VALVE
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STANDARD FEATURES:
• Right Hand Controls Arrangement
• 22 Gauge Galvanized Steel
• Externally Insulated Casing
• 3/8” Damper Shaft With Position Indicator Rotating 

In Bronze Bearings

• Valaro Type “A” Gasketed Damper Blade
• Made In America
• Round Discharge
• 10’ Of Tubing With Pressure Tap
• NEMA Controls Enclosure

OPTIONS:
Controls
� NEMA Controls Enclosure Only (Controls By Others)
� Controls Supplied By Others, Mounted By Factory
� Factory Supplied Analog Controls
� Left Hand Controls
Miscellaneous
� Hanger Brackets
� 24 Volt Transformer

� Special Construction ______________________________________________________________________________
� Exceptions ______________________________________________________________________________________

Job Name __________________________________
Architect ____________________________________
Engineer____________________________________

Contractor __________________________________
Submitted By ________________________________
Tag/Mark __________________________________

DIMENSIONS LISTED IN INCHES (Millimeters)
Unit Size A B

05 19 (482) 4-7/8 (124)
06 19 (482) 5-7/8 (149)
07 19 (482) 6-7/8 (175)
08 19 (482) 7-7/8 (200)
10 19 (482) 9-7/8 (251)
12 21 (533) 11-7/8 (302)
14 22 (558) 13-7/8 (352)
16 23 (584) 15-7/8 (403)

RIGHT HAND CONTROLS SHOWN
LEFT HAND AVAILABLE

10’ of tubing and pitot tube included.
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